NMC Global Corporation
1100 Wainut Street, Roselle, NJ 07203, Tel: 908-620-3610 Fax: 908-620-3616
e-mail; nmeglobal@nmecigroup.com. Web page: www.nmcigroup.com

Source; Shore tank#15 after barge DS-55, 1.5%
Operation: Sampling
Product: #6 Fuel Oil

Terminal: Sprague, Rensselaer, I File# 57030
Date: November 22, 2010.

Sample# 57030-5
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AP Gravity D-4052 ‘AP @ 60 °F 12.0 12.0
Viscosity, Kinematic D-445 CST@B9°C 3855 3881 380.5 3922

D-2161 SES @122°F 181.8 183.1 179.5 185.0
Sulfur D-4294 Weight % 1.14 1.13 1.14 1.1

Compuosite
Pour Paint D-g7 °F 32
Flash Point D-93 °F 174
Water by Distillation D-g5 Volume % 0.20
Sediment & Water D-1786 Volume % 0.20
Ash D-482 Weight % 0.070
Sediment By Extraction D-473 Weight % 0.63
Micro Carbon Residue D-4530 Weight % 9.9
Asphaltenes D-3278 Weight % 2.1
Heat of Combustion D-240 BTU/LAB 18,432
BTU/GAL 151,364

Nitrogen D-5762 Weight % 0.30
Vanadium IP-470 FPM 24
Sodium 112470 PPM 18
Aluminum IP-470 PPM 48
Silicon IP-470 PPM 49
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